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	1994 Mustang 5.0L HO and 5.0L Cobra. Workshop Manual


SPECIFICATIONS



Specifications

	POWERTRAIN CONTROL/EMISSIONS DIAGNOSIS MANUAL 
VEHICLE APPLICATIONS 

	
	

	OBDII
	3.8L Mustang, 4.6L Thunderbird/Cougar

	OBDI
	All Other Vehicles


	IGNITION SYSTEM SPECIFICATIONS 

	Description
	Specification

	Spark Plug Type
	 

	5.0L SFI HO 
5.0L SFI Cobra
	ASF - 42C 
AWSF - 32C

	Spark Plug Gap Firing Order
	1.3-1.4 Nm (0.052-0.056 inch) 
1-3-7-2-6-5-4-8

	Ignition Timing
	Refer to Powertrain Control/Emissions Diagnosis Manual.


	TORQUE SPECIFICATIONS 

	Description
	Nm
	Lb-In

	Distributor Hold-Down Bolt
	23-34
	17-25 (Lb-Ft)

	Stator Assembly Screws
	1.7-4.0
	15-35

	Spark Plugs
	9-20
	7-15 (Lb-Ft)

	Ignition Control Module-to-Heatsink Screws
	1.7-4.0
	15-35

	Distributor Cap Hold-Down Screws
	2.0-2.6
	18-23

	Octane Rod Retaining Screw
	1.7-4.0
	15-35

	Armature Retaining Screws
	2.8-4.0
	25-35

	Ignition Coil Retaining Screws
	2.8-4.0
	25-35

	Ignition Coil Bracket Retaining Bolts
	14.8-20.2
	11-15 (Lb-Ft)

	Radio Ignition Interference Capacitor-to-Ignition Coil Screw
	2.8-4.0
	25-35




 

