	Section 18-01: Wiring and Circuit Protection
	1996 Mustang Workshop Manual

	DESCRIPTION AND OPERATION
	Procedure revision date: 09/12/1995




Power Distribution Box

 

Location
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 WARNING: TO PREVENT PERSONAL INJURY, ALWAYS DISCONNECT THE BATTERY (10653) BEFORE SERVICING THE HIGH CURRENT FUSES IN THE POWER DISTRIBUTION BOX. REFER TO SECTION 14-01 FOR PROCEDURE. 
The power distribution box and harness (14516): 

· is located in the engine compartment on the LH front fender apron (16055). 

· is used in place of most of the fuse links.
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	Cavity Number
	Rating
	Color
	Circuit Protected

	1
	25A
	Natural
	Power Seats

	2
	20A
	Yellow
	Horn 
Fog Lamps 
Daytime Running Lamps 
Control Module 

	3
	25A
	Natural
	Interior Lamps

	4
	25A
	Natural
	Audio

	5
	20A
	Yellow
	Alternator

	6
	30A
	Lt. Green
	Cigar Lighter

	7
	30A
	Circuit Breaker
	Convertible Top Motor

	8
	60A
	Lt. Blue
	Anti-Lock Brake System (ABS)

	9
	40A
	Amber
	Ignition Switch

	10
	40A
	Amber
	Ignition Switch

	11
	40A
	Amber
	Ignition Switch

	12
	50A
	Red
	Headlamps

	13
	20A
	Yellow
	Electronic Engine Control

	14
	40A
	Amber
	Heated Back Window

	15
	20A
	Yellow
	Fuel Pump

	16
	60A
	Lt. Blue
	Engine Cooling Fan

	17
	30A
	Lt. Green
	Thermactor Air Pump (4.6L 4V Only)

	18
	—
	—
	Not Used

	19
	Relay
	—
	Horn

	20
	Relay
	—
	Starter

	21
	Relay
	—
	Fog Lamps

	22
	—
	—
	Power Distribution Box




 

