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SPECIFICATIONS

  

	LUBRICANT AND MAINTENANCE MATERIALS SPECIFICATIONS 

	Description
	Part Number
	Ford Part Number
	Ford Specification

	Hinges, Hinge Checks and Pivots 
Hood Latch and Auxiliary Catch 
Luggage Compartment Door Latches 
Parking Brake Cable
	Multi-Purpose Grease Spray
	F5AZ-19G209-AA
	ESR-M1C159-A

	Lock Cylinders — Door Latches
	Penetrating Lubricant
	E8AZ-19A501-B
	—

	Rear Axle (All) Conventional and Traction-Loka 
	Rear Axle Lubricant
	XY-80W90-QLb 
	WSP-M2C197-A

	Steering — Power (Pump Reservoir)
	Motorcraft MERCON® 
Multi-Purpose ATF
	XT-2-QDX
	MERCON®

	4R70W Transmission (Automatic) 
Transmission (Manual) — 5-Speed
	Motorcraft MERCON® 
Multi-Purpose ATF
	XT-2-QDX
	MERCON®

	Engine Oil Filter 3.8L 
4.6L (2V), 4.6L (4V)
	Long Life Oil Filter 
Long Life Oil Filter
	E4FZ-6731-A (FL-400-A) 
F1AZ-6731-A (FL-820)
	ES-E4EE-6714-AA 
ES-F1AE-6714-AB

	Engine Oil
	MOTORCRAFT:
	 
	 

	 
	SAE Super Premium 5W-30
	XO-5W-30-QSP
	WSS-M2C153-F and

	 
	SAE Super Premium 10W-30
	XO-10W-30-QSP
	American Petroleum Institute (API) Certified for Gasoline Engines

	Air Cleaner Element 3.8L 
4.6L (2V), 4.6L (4V)
	Air Cleaner Element 
Air Cleaner Element
	F4ZX-9601-AB 
F4ZX-9601-A (FA1634)
	ES-F4ZX-9601-AA 
F4ZX-9601-AA

	Engine Coolant
	Premium Cooling System Fluid
	E2FZ-19549-AA or B
	ESE-M97B44-A

	Brake Master Cylinder
	Ford High Performance DOT 3 Brake Fluid
	C6AZ-19542-AA
	ESA-M6C25-A

	Drum Brake Shoe Ledges and Disc Brake Caliper and Anchor Plate Slides
	Silicone Dielectric Compound
	D7AZ-19A331-A
	ESE-M1C171-A

	Disc Brake Caliper Locating Pins and Insulators
	Silicone Dielectric Compound
	D7AZ-19A331-A
	ESE-M1C171-A

	Tire Mounting Bead (of Tire)
	Tire Mounting Lube
	—
	ESR-M99B135-A

	Brake Master Cylinder Push Rod and Bushing 
Brake Pedal Pivot Bushing 
Clutch Pedal Pivot Bushing
	Motorcraft Super Premium SAE 10W-30 Engine Oil
	XO-10W-30-QSP
	WSS-M2C153-F and API Certification Mark

	Clutch Pedal Quadrant and Pawl Pivot Holes 
Clutch Cable Connection Transmission End 
Clutch Release Lever — At Fingers (Both Sides and Ball Pivot Socket) 
Clutch Release Bearing Retainer 
Tie Rod Ends 
Front Wheel Bearings and Hubs 
Front Wheel Bearing Seals
	Premium Long-Life Grease
	XG-1-C or XG-1-K
	ESA-M1C75-B


a Use WSP-M2C197-A (XY-80W90-QL) or equivalent plus 118 ml (4 oz) of Friction Modifier C8AZ-19B546-A or equivalent meeting Ford specification EST-M2C118-A. 
b Rear axle lube quantities must be replaced every 160,000 km (100,000 miles) or if the axle has been submerged in water. Otherwise, the lube should not be checked or changed unless a leak is suspected or service required. 


	REFILL CAPACITIES 

	Component
	U.S.
	Metric

	Cooling System (including Heater)
	 
	 

	3.8L Engine 
4.6L Engine
	11.8 qts 
14.1 qts
	11.2 L 
13.3 L

	Engine Oil (with Filter change)
	 
	 

	3.8L and 4.6L (2V)
	5.0 quarts
	4.7 L

	4.6L (4V)
	6.0 quarts
	5.7 L

	All Engines
	5.0 qts
	4.7 L

	Transmission Automatic 
Overdrive (3.8L) (4R70W)
	13.9 qts
	13.1L

	Manual (T5OD) 
Manual (T45)
	5.6 pints 
6.6 pints
	2.6 L 
3.1 L

	Transmission Automatic 
Overdrive (4.6L) (4R70W)
	12.8 qts
	12.0 L

	Rear Axle a b 
	 
	 

	7.5 Inch Ring Gear 
8.8 Inch Ring Gear c 
	3.25 pints 
3.75 pints
	1.5 L 
1.7 L

	Power Steering
	1.7 pints
	0.8 L

	Fuel Tank
	15.4 gallons
	58.3 L

	Radiator Cap
	16 psi
	110 kPa


a Service refill capacities are determined by filling the rear axle 6.4 mm to 14.2 mm (1/4 inch to 9/16 inch) below bottom of filler hole. 
b Rear axle lube quantities must be replaced every 160,000 km (100,000 miles) or if axle has been submerged in water. Otherwise, the lube should not be checked or changed unless a leak is suspected or service required. 
c Add 59 ml (2 oz) Ford Friction Modifier F3TZ-19B546-MA or equivalent meeting Ford specification WSP-M2C196-A for Traction-Lok® equipped vehicles. 



 

