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SPECIFICATIONS

  

	Wheels And Tires 

	Wheel Type and Usage
	Wheel Size
	No. Bolts
	Bolt Circle Diameter
	Offset
	Tire Usage

	Steel — 3.8L
	15 x 6.5
	5
	4.5
	24 mm
	P205/65R15

	Aluminum-Cast — 3.8L
	15 x 7.0
	5
	4.5
	24 mm
	P205/65R15

	Aluminum-Cast — 4.6L GT
	16 x 7.5
	5
	4.5
	30 mm
	P225/55ZR16

	Aluminum-Cast — 4.6L GT
	17 x 8.0
	5
	4.5
	30 mm
	245/45ZR17

	Aluminum-Wrought — Spare
	15 x 4.0
	5
	4.5
	28.8 mm
	T125/90R15

	Aluminum-Cast — 4.6L Cobra
	17 x 8.0
	5
	4.5
	30 mm
	245/45ZR17

	Aluminum-Wrought — 4.6L Cobra
	17 x 4.0
	5
	4.5
	28.8 mm
	T155/70R17


	Wheel Rim Runout And Balance Specifications 

	Type Wheel
	Max. Radial Runout
	Max. Lateral Runout
	Max. Balance Weight

	Aluminum
	1.5 mm 
(0.06 inch)
	2.0 mm 
(0.08 inch)
	5.5 oz. per wheel 
3.5 oz. per side

	Steel
	1.5 mm 
(0.06 inch)
	2.5 mm 
(0.10 inch)
	5.5 oz. per wheel 
3.5 oz. per side


	Tire Runout Specifications 

	Type Wheel
	Max. Radial Runout
	Max. Lateral Runout

	Aluminum
	1.5 mm 
(0.06 inch)
	2.0 mm 
(0.08 inch)

	Steel
	1.5 mm 
(0.06 inch)
	2.5 mm 
(0.10 inch)


Tire Inflation Pressure

When checking tire inflation pressures, refer to tire inflation pressure chart on interior glove compartment door. 

	Lubricant/Adhesive/Cleaner Specifications 

	Description
	Part Number
	Ford Specification

	Silicone Brake Caliper Grease and Dielectric Compound
	D7AZ-19A331-A
	ESE-M1C171-A

	Professional Choke and Lever Cleaner
	E8AZ-19A501-AA
	ESR-M14P10-A

	Aluminum Wheel Repair Compound
	E7AZ-19554-A
	ESA-M4G280-A


	Torque Specifications 

	Description
	Nm
	Lb-Ft

	Lug Nuts
	115-142
	85-104




 

