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	SPECIFICATIONS
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	General Specifications 

	Item
	Specification

	Capacity L (gal)
	17.9 (4.8)

	Coolant mixture with water
	50%a 

	Pressure relief cap opening pressure kPa (psi)
	110 (16)

	Water thermostat (4.6L engines) start to open temperature C (F)
	87-93C° (192-199F°)

	Water thermostat (3.8L engines) start to open temperature C (F)
	86.7-90.6C° (189-196F°)

	Water thermostat full open temperature C (F)
	104C° (219F°)

	Lubrication

	Premium Cooling System Flush F1AZ-19A503-A
	ESR-M14P7-A

	Premium Long Life Grease XG-1-C
	ESA-M1C75-B

	Cooling System Stop Leak Powder 
E6AZ-19558-A
	ESE-M99B170-A

	Gasket and Trim Adhesive F3AZ-19B508-AA
	ESE-M2G52-A


a Premium engine coolant or equivalent meeting Ford specification ESE-M97B44-A, E2FZ-19549-AA or B, in Oregon F5FZ-19549-CC, in Canada CXC-10. 


	Torque Specifications 

	Description
	Nm
	lb-ft
	lb-in

	Cylinder block drain plug
	20
	15
	—

	Fan shroud bolts
	10
	—
	89

	Fan motor bolts
	10
	—
	89

	Degas bottle nuts
	10
	—
	89

	Coolant expansion tank bracket bolts
	10
	—
	89

	Radiator support bracket bolts
	30
	22
	—

	Transmission fluid cooler fittings
	30
	22
	—

	Water outlet connection bolts (3.8L)
	10
	—
	89

	Bypass tube bracket bolts (3.8L)
	10
	—
	89

	Bypass tube nuts (4.6L)
	10
	—
	89

	Water outlet connection bolts (4.6L, 2V and 4V)
	25
	18
	—

	Water pump bolts (3.8L)
	18
	13
	—

	Water pump bolts (4.6L)
	25
	18
	—

	Water pump pulley bolts
	25
	18
	—




