	SECTION 414-02: Generator and Regulator
	2000 Mustang Workshop Manual

	SPECIFICATIONS
	Procedure revision date: 06/17/1999




	General Specifications 

	Item
	Specification

	Generator (10300) 3G, 3.8L
	F8ZU-AA

	Generator (10300) 6G, 4.6L 2V
	XR3U-AB

	Generator (10300) 4G, 4.6L 4V
	F6ZU-BE

	Generator, 3.8L
	55-115 amp (max) @ 1,500-6,000 gen RPM (2.8:1 ratio)

	Generator, 4.6L 2V
	50-110 amp (max) @ 1,500-6,000 gen RPM (3.16:1 ratio)

	Generator, 4.6L 4V
	58-120 amp (max) @ 1,500-6,000 gen RPM (2.82:1 ratio)

	Voltage regulator type (10316)
	Electronic integral with generator


	Torque Specifications 

	Description
	Nm
	lb-ft
	lb-in

	Generator mounting bolts, all except 3.8L lower bolt
	25
	18
	—

	Generator mounting bolt, lower, 3.8L applications only
	47
	35
	—


	Torque Specifications 

	Description
	Nm
	lb-in

	Generator support bracket bolts
	10
	89

	Battery positive cable nut (B+) at generator
	8
	71

	Voltage regulator/brush holder bolts
	3
	27




 

