	SECTION 308-03B: Manual Transaxle/Transmission — T45
	2000 Mustang Workshop Manual

	SPECIFICATIONS
	Procedure revision date: 06/17/1999




	General Specifications 

	Item
	Specification

	Inspection Standards and Tolerances

	Synchronizer blocking ring to conical face runout
	0.5 mm (0.02 in)

	Assembly Standards

	Input shaft end play
	0.02286 mm (0.0009 in) - 0.0508 mm (0.002 in)

	Countershaft cluster gear end play
	0.0 mm (0.0 in) - 0.076 mm (0.003 in)

	Rev driven gear-to-rev synchro hub clearance
	0.0508 mm (0.002 in) - 0.3048 mm (0.012 in)

	Output shaft end play
	0.0012 mm (0.0005 in) - 0.100 mm (0.004 in)

	Output shaft pre-load
	0.012 mm (0.0005 in) - 0.100 mm (0.004 in)

	Lubrication/Adhesive/Cleaner Specifications

	Multi-Purpose Grease 
D0AZ-19584-AA
	ESB-M1C93-B

	Threadlock and Sealer 
E0AZ-19554-AA
	WSK-M2G351-A5

	Clear Silicone Rubber 
D6AZ-19562-AA
	ESB-M4G92-A

	Pipe Sealant with Teflon® 
D8AZ-19554-A
	ESR-M18P7-A

	MERCON® Multi-Purpose ATF Transmission Fluid 
XT-2-QDX
	Mercon®

	Lubricant Refill Capacities

	MERCON® Multi-Purpose ATF Transmission Fluid 
XT-2-QDX
	3.1L (6.6 pt)


	Torque Specifications 

	Description
	Nm
	lb-ft
	lb-in

	Bolt retaining gearshift lever to extension housing
	18
	13
	—

	Screw retaining inner shift boot to floor pan
	10
	—
	89

	Bolt retaining gear shift lever to gear shift stub shaft
	37
	27
	—

	Bolt retaining OSS to case
	10
	—
	89

	Bolt retaining reverse idler gear shift bracket to case
	20
	15
	—

	Interlock bolt
	40
	30
	—

	Fifth/reverse lever pivot bolt
	40
	30
	—

	Bolt retaining flywheel housing to case
	27
	20
	—

	Bolt retaining extension housing to case
	54
	40
	—

	Drain plug
	23
	17
	—

	Reversing lamp switch
	37
	27
	—

	Fill plug
	17
	13
	—

	Bolt retaining transmission to block
	75
	55
	—

	Bolt retaining engine plate to transmission
	27
	20
	—

	Bolt retaining crossmember to frame
	41
	30
	—

	Bolt retaining crossmember to transmission support
	58
	43
	—

	Bolt retaining driveshaft flange to pinion flange
	112
	83
	—




 

