	SECTION 204-04: Wheels and Tires
	2000 Mustang Workshop Manual

	SPECIFICATIONS
	Procedure revision date: 06/17/1999




	General Specifications 

	Item
	Specification

	Wheel runout — lateral (aluminum)
	0.89 mm (0.035 in)

	Wheel runout — radial (aluminum)
	0.64 mm (0.025 in)

	Wheel runout — lateral (steel)
	1.14 mm (0.045 in)

	Wheel runout — radial (steel)
	0.89 mm (0.035 in)

	Tire radial runout (maximum)
	1.0 mm (0.04 in)

	Tire lateral runout (maximum)
	2.0 mm (0.08 in)

	Max tire balance weight
	140g (5 oz) per wheel 
70g (2.5 oz) per flange

	Tire inflation

	Tires
	See safety certification sticker located inside glove compartment door

	Lubricant

	Silicone Dielectric Compound D7AZ-19A331-A
	ESE-M1C171-A

	Cleaners

	Liquid Soap
	ESR-M99B135-A

	Professional Choke and Linkage Cleaner E8AZ-19A501-AA
	ESR-M14P10-A

	Custom Bright Metal Cleaner 
8A-19522-A
	ESR-M5B194-B

	Aluminum Wheel Repair Compound E7AZ-19554-A
	ESA-M4G280-A


	Wheels and Tires

	Part Number
	Color/Style
	Wheel Size
	No. of Bolts
	Bolt Circle Diameter
	Offset
	Tire Usage

	F4ZC-1007-BA
	Steel — mini-spare
	15 x 4
	5
	114.3 (4.5 in)
	28.8
	T125/90R15

	XR33-1007-HA
	Alum — cast/6-spoke
	15 x 7
	5
	114.3 (4.5 in)
	24.0
	P205/65R15 92T

	XR33-1007-KA
	Alum — cast/6-spoke
	15 x 7
	5
	114.3 (4.5 in)
	24.0
	P205/65R15 92T

	YR33-1007-BA
	Alum — forged/5-spoke
	16 x 7.5
	5
	114.3 (4.5 in)
	30.0
	P225/55R16 94H

	YR33-1007-AA
	Alum — forged/5-spoke
	16 x 7.5
	5
	114.3 (4.5 in)
	30.0
	P225/55R16 94H

	XR33-1007-CC
	Alum — forged/5-spoke
	17 x 8
	5
	114.3 (4.5 in)
	30.0
	245/45ZR17

	XR33-1007-EE
	Alum — forged/5-spoke, Cobra
	17 x 8
	5
	114.3 (4.5 in)
	30.0
	245/45ZR17

	XR33-1007-LA
	Alum — forged/spring feature
	17 x 8
	5
	114.3 (4.5 in)
	30.0
	245/45ZR17

	F4ZC-1007-JA
	Alum — spare, Cobra
	17 x 4
	5
	114.3 (4.5 in)
	28.8
	T155/70R17


	Torque Specifications 

	Description
	Nm
	lb-ft

	Wheel nuts
	129
	95




 

